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All USB Devices 
Enables or disables all USB devices. 
 
EHCI Controller 1 and EHCI Controller 2 
Enables or disables the Enhanced Host Controller Interface (USB 2.0). 
 
Intel ME Configuration 
   

   
 
ME Subsystem 

The options are Enabled and Disabled. 
 

ME Temporary Disable 

The options are Enabled and Disabled. 
 

End of the POST Message  
The options are Enabled and Disabled.  
 

Execute MEBx  
The options are Enabled and Disabled. 
 

MEBx Mode  
The options are Normal, Hidden Ctrl + P and Enter MEBx Setup. 
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3.7 Boot 

 
Setup Prompt Timeout 

Selects the number of seconds to wait for the setup activation key. 
65535(0xFFFF) denotes indefinite waiting. 

 
Bootup NumLock State 
This allows you to determine the default state of the numeric keypad. By 
default, the system boots up with NumLock on wherein the function of the 
numeric keypad is the number keys. When set to Off, the function of the 
numeric keypad is the arrow keys. 
 
Quiet Boot 
Enabled    Displays OEM logo instead of the POST messages. 

Disabled    Displays normal POST messages. 

 

Fast Boot 
Enables or disables the fast boot. 
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Gate A20 Active 

Upon Request   GA20 can be disabled using BIOS services.  

Always          Does not allow disabling GA20. This option is useful when an 
RT code is executed above 1MB. 

 

Option ROM Messages 

Selects the display mode for Option ROM. The options are Force BIOS and 
Keep Current.  
 
Interrupt 19 Capture 

When enabled, it allows the optional ROM to trap interrupt 19.  
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3.8 Security  

 
Administrator Password 

Sets the administrator password.  
 

User Password  

Sets the user password.  
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3.9 Save & Exit 

 
Save Changes and Exit 
To save the changes and exit the Setup utility, select this field then press <Enter>. 
A dialog box will appear. Confirm by selecting Yes. You can also press <F10> to 
save and exit Setup. 
 

Discard Changes and Exit  
To exit the Setup utility without saving the changes, select this field then press 
<Enter>. You may be prompted to confirm again before exiting. You can also 
press <ESC> to exit without saving the changes.  
 
Save Changes and Reset 

To save the changes and reset, select this field then press <Enter>. A dialog box 
will appear. Confirm by selecting Yes. 
 
Discard Changes and Reset 
To exit the Setup utility without saving the changes, select this field then press 
<Enter>. You may be prompted to confirm again before exiting. 
 

Discard Changes 

To discard the changes, select this field then press <Enter>. A dialog box will 
appear. Confirm by selecting Yes to discard all changes made and restore the 
previously saved settings.  
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Chaper 4 huperVision Software Installation 
4.1  Easy Steps to Install Software 

Installation 

1. Insert CDROM You will see the Auto Run start up like following Picture 

 
 

2. Press [huperVision] Button 
Now start huperVision installation program, The first dialogue box pop-out 
and please select your installation languages and press [OK] button 
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Please wait until the following dialogue appears. Please press [Next] 
button to proceed. 

 

3. Now you see the License agreement, Please take a look if you want, or 
directly select [I accept the terms in the license agreement] then press 
[Next] button to proceed. 
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4. The destination folder selection appears. Please directly press [Next] 
button to use the default folder. 

 

 

5. Selection of interface type and channel version. 
Select black (default) to use huperVision new interface style or silver to use 
huperVision traditional interface style. 

Please select 16ch version to fit all series of huperVision capture cards. If 
you want to setup a 32CH machine, please select 32ch version which will 
use dual VGA output.  

Meanwhile, select correct Video standard (NTSC/PAL) and press [Next] to 
proceed. (This option can be adjusted after setup)  
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6. Now Press the [Install] button to start full installation with capture card 
driver setup. 

 

 

Press [Finish] to end installation. Please press [Yes] to initial huperVision site 
server program when the installer asking for a reboot. 
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4.2 Simple Steps to Start Recording 

Please follow the steps below to start recording. 

1. After reboot (Manually), huperVision site server program is launching. 
You will see a pop-up warning message; this is a notification that you have 
not specified a recording path to record.  

 

2. You can press the [Hammer] Button  to display the general page of 

preference. 

 

3. Press the [Add…] button to add a new folder to store your recording data 
files. 

 

 



 

                                        - 56 -                             

huperVision 4000 Vento2 DSS Server Board 
Quick Guide 

4. Press [Browser…] button in the Add Storage dialogue box. 

 

 

5. You can create a new folder in drive E; e.g. E:\DATA (D:\DATA indicates 
there is a DATA folder under Drive D.) 

So, you select the Drive E icon and press the button [Make New Folder] 
And input the new folder name “DATA”, then press [OK]. 
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6. The result will be shown when back to the Add Storage dialogue box. 
Please press [OK] button to save the decision. 

 

 

Note:  Please keep the all 16 cameras be checked even if you don’t have that much 

cameras.  

Please also do NOT change the Allocated record space value by its automatic 

decision. 
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7. After Create the folder and press the [OK] button of the Preference page. 
Congratulations! You start to record videos. 

 
 

8. The R LED turns green at upper right side, indicates that available 
channels are recording now. 
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4.3 Simple Steps to Playback Recordings 

1. Launch the huperVision Record Player program by clicking the icon  

2. You will see the following full screen program to cover the current 
huperVision Live view. Don’t worry. The Live View and recording task are 
still working at the background. 

 

 

3. You have to select which channel you want to playback with, or select All 
Channels to playback all available channels at the same time. 
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4. After you select the channel you want to playback, it shows a list of time 
mark for today’s recording. Please select a Time mark to load the Video 
records. 

 

 

5. All the video available channels will show the first Image in the Video split 
area, after the video load progress bar running to the end. 

You can now press the Play Button to start playback selected channel 
recordings. 

 

 

6. If you want to select different Channel to playback, please repeat from Step 
3 to Step 5. 

7. You can press the [Power off]  button to Exit this Playback program 

any time. 

 

Note:  Press this Power off button will NOT close the running huperVision site server. 

There is also a protection for accident press the huperVision site server power 

button, a Confirm dialogue box will show before it really shut down the 

huperVision site server main program. 
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Now you are ready to use huperVision IVS system, for more operation guide on 
Intelligent Video Functions, please refer to full Users Manual. 

 

Press the [Document] on the Installation CDROM autorun program. 

 

 

You will be able to open the Document. Before you load this document, please 
ensure your system have already Acrobat Reader program installed. 

 

The Acrobat Reader program is included in the Installation CDROM 
E:\English\Doc\aar.exe 




